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PORTABLE TERMINAL SYSTEM, PORTABLE TERMINAL, METHOD 
OF CONTROLLING PORTABLE TERMINAL, AND STORAGE 
MEDIUM STORING PROGRAM FOR CONTROLLING PORTABLE 
TERMINAL 

BACKGROUND OF THE INVENTION 
The present invention relates to a portable terminal system, a 
portable terminal used in the portable terminal system, a method of 
controlling the portable terminal, and a storage medium storing a 
program for controlling the portable terminal. In particular, the present 
invention relates to a portable terminal system which is capable of using 
information from an information source server connected to the internet, 
a portable terminal used in such portable terminal system, a method of 
controlling the portable terminal, and a storage medium storing a 
program for controlling the portable terminal. 
Description of the Related Art 

In recent years, information is commonly provided through the 
internet by hyper text including multimedia data called WWW (World 
Wide Web). Generally, access to information on the WWW is made by an 
application of a WWW browser which operates on personal computers. 
The WWW browser is a software module for perusing information on the 
WWW. In the following, the WWW browser will be simply referred to as 
"browser". Besides personal computers, there are other electrical 
appliances such as a television set that loads a browser, and information 
on the WWW can be accessed through such appliances as well. 

Also known is a portable terminal with a telephone function 
having a browser loaded. In accordance with Japanese Patent 
Application Laid-Open Publication No. 10-322478, WWW information is 
transmitted from a WWW server unit to a portable terminal where the 
WWW information is made available for use. In addition, in this 
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portable terminal, links and text of the WWW information are separated, 
and only the links are organized for being read out, thus enabling a hyper 
link retrieval by speech. 

In case when a user attempts to use information from an 
5 information source server connected to the internet, through a portable 
terminal such as a portable telephone, etc., the operation method will be 
different depending on the contents of the transmitted information. 
Therefore, it has been a problem that there are some difficulties in trying 
to gain access to the desired information. On the other hand, a unified 
10 operation method has been proposed to solve such problem, although it is 
not progressing, because information providers are concerned about the 
fact that such differences in operability are factors for the users to 
determine the quality of the service. 

Furthermore, in representing the operation method, it should be 
15 more effective if voices, moving images, static images, etc. are used in 
addition to a display by characters, depending on the contents of 
information. It should be especially useful for physically handicapped 
people when they are provided with such options for learning the 
operation methods. 

20 

SUMMARY OF THE INVENTION 
The present invention has been achieved in order to solve such 
problems in the prior art, and it is an object of the present invention to 
provide a portable terminal system and a portable terminal for use in this 

25 system, which require simple operation. Furthermore, another object of 
the present invention is to provide a portable terminal system, a portable 
terminal for used in this system, a method of controlling the portable 
terminal, and a storage medium storing a program for controlling the 
portable terminal, which can be easily operated particularly by people 

30 who have weak eyesight. 



In accordance with the present invention, there is provided a 
portable terminal system comprising: a server storing text contents 
which are supposed to be displayed at a display section of a portable 
terminal, and help contents which show a method of utilizing said text 
contents; and a portable terminal including a text browser provided for 
use in perusing the text contents stored in said server, and a help browser 
provided for use in perusing the help contents also stored in said server. 

In accordance with the portable terminal system of the present 
invention, the portable terminal includes a text browser provided for use 
in perusing text contents which are supposed to be displayed at a display 
section of the portable terminal, and a help browser provided for use in 
perusing help contents which show a method of utilizing said text 
contents. 

In accordance with the portable terminal system of the present 
invention, the portable terminal further includes a judging means for 
judging whether a message inputted from outside belongs to a text 
message or a help message, and activates either said text browser or said 
help browser in accordance with a result of judgement by the judging 
means. 

In accordance with the portable terminal system of the present 
invention, the help browser outputs the help contents as text, voice, static 
images, moving images, or any combination of such representation 
formats. 

In accordance with the portable terminal system of the present 
invention, the portable terminal further includes a plurality of switch 
keys for use in operations for using the text contents, and a switch-key 
controlling means for setting each of said plurality of switch keys to 
either an effective state or an ineffective state depending on the contents 
of the help contents. 

In accordance with the portable terminal system of the present 
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invention, in case when said switch keys are set to the effective state, said 
switch-key controlling means lights up light emitting sections 
corresponding to the switch keys being set to the effective state. 

In accordance with the portable terminal system of the present 
5 invention, in case when said switch keys are set to the effective state, said 
switch-key controlling means vibrates operation buttons for those switch 
keys which are being set to the effective state. 

In accordance with the present invention, there is provided a 
portable terminal comprising: a text browser provided for use in 
10 perusing text contents which are supposed to be displayed at a display 
section of the portable terminal; and a help browser provided for use in 
perusing help contents which show a method of utilizing said text 
contents. 

In accordance with the present invention, the portable terminal 
15 further comprises: a judging means for judging whether a message 
inputted from outside belongs to a text message or a help message, 
enabling the portable terminal to activate either said text browser or said 
help browser in accordance with a result of judgment by said judging 
means. 

20 In accordance with the portable terminal of the present invention, 

the help browser outputs said help contents as text, voice, static images, 
moving images, or any combination of such representation formats. 

In accordance with the present invention, the portable terminal 
further comprises a plurality of switch keys for use in operations for using 

25 said text contents; and a switch-key controlling means for setting each of 
said plurality of switch keys to either an effective state or an ineffective 
state depending on the contents of said help contents. 

In accordance with the portable terminal of the present invention, 
in case when said switch keys are set to the effective state, said switch- 

30 key controlling means lights up light emitting sections corresponding to 
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the switch keys being set to the effective state. 

In accordance with the portable terminal of the present invention, 
in case when said switch keys are set to the effective state, said switch- 
key controlling means vibrates operation buttons for those switch keys 
5 which are being set to the effective state. 

In accordance with the present invention, there is provided a 
method of controlling a portable terminal comprising the steps of: 
judging whether a message inputted from outside belongs to a text 
message or a help message; and activating either a text browser provided 

10 for use in perusing text contents which are supposed to be displayed at a 
display section of the portable terminal, or a help browser provided for 
use in perusing help contents which show a method of utilizing said text 
contents, in accordance with a result of judgment by said step of judging. 

In accordance with the present invention, there is provided a 

15 storage medium storing a program for controlling a portable terminal, 
wherein said program comprises the steps of: judging whether a 
message inputted from outside belongs to a text message or a help 
message; and activating either a text browser provided for use in 
perusing text contents which are supposed to be displayed at a display 

20 section of the portable terminal, or a help browser provided for use in 
perusing help contents which show a method of utilizing said text 
contents, in accordance with a result of judgment by said step of judging. 

Therefore, in the system of the present invention, in providing 
(displaying) information from an information source server connected to 

25 the internet, by a browser contained in a portable terminal (to be referred 
to as "radio client" in the following) such as a portable cellular phone, etc., 
the contents of information stored in the information source server (to be 
referred to as "contents" in the following) are divided into information on 
operation procedures for the user (to be referred to as "help contents" in 

30 the following), and information on the other things (to be referred to as 
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"text contents" in the following). Furthermore, the portable terminal 
being a radio client contains functions of a text browser and a help 
browser for perusing the text contents and the help contents, respectively. 
In addition, in response to a process by the help browser, the radio client 
5 is capable of displaying the operation procedures on its screen, showing 
and designating key buttons necessary for operation, responding to an 
operation through voice, and showing the operation procedures on the 
screen by moving images or static images, and graphics. 

10 BRIEF DESCRIPTION OF THE DRAWINGS 

The above and further objects, and the novel features of the 
present invention will more fully appear from the following detailed 
description when the same is read in connection with the accompanying 
drawings, in which: 

15 Fig. 1 is a block diagram showing a configuration of a portable 

terminal system in one embodiment of the present invention; 

Fig. 2 is a block diagram showing an example of an internal 
structure of a portable terminal for use in the portable terminal system 
shown in Fig. 1; 

20 Fig. 3 is a view showing an appearance of the portable terminal 

shown in Fig. 2; 

Fig. 4 is a flow chart showing an operation of the portable 
terminal shown in Fig. 2; 

Fig. 5 is a view showing an example of a display on a display 
25 screen of the portable terminal in case when help contents include 
character information; 

Fig. 6A is a view showing an example of a display on a display 
screen of the portable terminal in case when the help contents include 
voice information; 

30 Fig. 6B is another view showing the example of a display on a 
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display screen of the portable terminal in case when the help contents 
include voice information; and 

Fig. 7 is a view showing an example of a display on a display 
screen of the portable terminal in case when the help contents include 
5 static images, moving images, etc., besides character information. 

DESCRIPTION OF THE PREFERRED EMBODIMENT 
Referring now to the drawings, a description of a preferred 
embodiment of the present invention will be given in detail. In the 
10 drawings, the same number is given to the same constituents. 

With reference to Fig. 1, one embodiment of a portable terminal 
system in accordance with the present invention will be described. 

In Fig. 1, an information source server 9 stores text contents 7 
and help contents 8. A radio client 1 comprises a text browser 2, and a 
15 help browser 3. The text browser 2 analyzes and displays the text 
contents 7, and executes an input process. The text browser 3 analyzes 
and displays the text contents 8, and executes an input process. The 
radio client 1 is connected to a radio gateway server 5 through a radio 
communication network 4, and the radio gateway server 5 is further 
20 connected to the information source server 9 through a wire network 6 
such as the internet, etc. 

The radio gateway server 5 mediates between the radio client 1 
and the information source server 9, passing data from the information 
source server 9 to the radio client 1. The radio gateway server 5 also 
25 monitors the radio client 1 and executes user authentication. The 
information source server 9 provides information written in a language 
such as HTML (hyper text markup language), XML (extended markup 
language), WML (wireless markup language), compact HTML, etc., in 
response to a request by the client 1. 
30 In order to provide information in an effective way, the 
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information provider finds some relevancy between the text contents 7 
and the help contents 8. This certain relevancy is called a "link". At 
this time, a representation format (i.e. character information, voice 
information, moving image information, static image information, 

5 graphics information, etc., or any combination of such types of 
information representation, used in reproducing the help contents in the 
radio client 1 by a browser) and an input format (i.e. designation of input 
keys, etc.) of the help contents 8 are inserted to the help contents 8, and 
thus the operation, the representation format, and the input method are 

10 designated by the information provider. 

In Fig. 2, an example of an internal structure of the radio client 1 
is shown. The radio client 1 executes communications through the 
radio communication network 4 and a radio communication port 10. 
The radio communication port 10 executes transmission/reception 

15 between a text browser and a help browser 3, which are contained in the 
radio client 1. 

As illustrated in Fig. 2, the text browser 2 comprises a text 
analyzing section 15, a display processor 11, and an input processor 12. 
The text analyzing section 15 analyzes data received from the radio 

20 gateway server 5, and executes appropriate process in response to the 
analyzed data. The display processor 11 conducts a display process to 
display the analyzed data at a display output device 17 such as a liquid 
crystal display device. The input processor 12 executes an input process 
for the input device 18 such as an input pad. 

25 On the other hand, the help browser 3 depends mainly on an 

input method of the radio client 1. For instance, as shown in Fig. 3, a 
portable telephone terminal in particular is provided with some switch- 
key buttons including ten keys 21, arrow keys 22, soft keys 24, a decision 
key 23, etc. In this case, the ten keys 21 are used in inputting telephone 

30 numbers, etc. The up arrow, down arrow, right arrow, and left arrow 
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keys 22 are pressed when moving a cursor, which is a help display on a 
screen 25 for stimulating inputs. The soft keys 24 are used in 
designating a use under particular contents on the screen 25. The 
decision key 23 is used in deciding an execution of a designated process. 
5 All these switch-key buttons in Fig. 3 correspond to key buttons 20 in Fig. 
2. Furthermore, as shown in Fig. 2, the help browser 3 is provided with 
an output device 19 which is capable of emitting light beneath the key 
buttons, etc., using a light emitting diode (LED), complying with 
particular contents and user's status, thus attracting the user's attention. 

10 As shown in Fig. 2, the help browser 3 is provided with a help 

analyzing section 16, a display processor 13, and an input processor 14. 
The help analyzing section 16 analyzes data received from the radio 
gateway server 5, and executes appropriate process in response to the 
analyzed data. The display processor 13 conducts a display process. 

15 The input processor 14 executes an input process. The text analyzing 
section 15 and the help analyzing section 16 can execute the same kind of 
process, although in this case, they are indicated as different functions for 
better describing the structure of the present embodiment. 

Fig. 3 illustrates an example in which the present invention is 

20 applied to a radio client 1 being a portable telephone terminal. The 
screen 25 in Fig. 3 is a combination of the input device 18 and the output 
device 17 shown in Fig. 2, and all kinds of inputs can be executed using 
the parts displayed on the screen. 

Now the operation of the system based on the above-described 

25 structure will be described with reference to a flow chart in Fig. 4. 

Referring to Fig. 4, first, when certain contents are provided to 
the radio client 1 from the information source server 9, the contents go 
through a process for received message at the radio communication port 
10 (step Al). Here, the text browser 2 and the help browser 1 analyzes 

30 the messages (description language group including XML, HTML and 
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WML containing a tag) contained in the received contents, and the 
contents including the messages. 

When the input message belongs to text contents, it is processed 
by the text browser (step A2 — »■ step A3). On the other hand, when the 
5 input message belongs to help contents, the help analyzing section 16 
analyzes to decide the type of message output for the input message (step 
A2 -> stepA4). 

As a result of such type judgement, when it is determined that 
the help contents include character information, a help process by text is 

10 executed (step A4 — > step A5). In this case, the display will be as 
shown in Fig. 5, and the input operation will be limited to particular keys 
corresponding to which LEDs, etc. are internally provided to be lighted up. 
For example, in case of using only the right arrow and left arrow keys 22, 
and the upper right soft key 24, the internally provided LEDs, etc. 

15 corresponding to those keys are lighted up to indicate that only the key 
inputs by those keys can be accepted. In other words, only those keys 
are set available for valid key inputs. In Fig. 5, those limited keys are 
illustrated in reversed black and white. In this particular example, 
among those keys, the right arrow and left arrow keys 22 correspond to 

20 'OK' and 'Cancel' indications on the screen 25, respectively, and one of the 
soft keys 24 (i.e. the upper right key) is associated with the operation for 
redrafting the help display. 

In Fig. 5, a menu of an "On Line Help" is displayed on the screen 
25. In this example, the menu of the "On Line Help" includes "How to 

25 play", "Current status", and "Top winners", and those menu items are 
given numbers 1, 2 and 3, respectively. When one of those numbers is 
inputted through a key-input, the corresponding menu item is executed. 

On the other hand, when the help contents are determined as 
including voice information, as a result of the type judgement of step 4 in 

30 the flow chart of Fig. 4, then a help process by voice is executed (step A4 
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-» step A6). In this case, as illustrated in Fig. 6A, "Voice messages" will 
be displayed on the screen 25 to indicate that the output method for the 
help contents will be a voice output. In this particular example, the 
operation of reading out the help contents through voice when redrafting 

5 the help display is assigned to one of the soft keys 24 (i.e. the upper right 
key). Consequently, the user can confirm the help contents through 
voice even when the user is under the circumstances where the display 
screen is invisible. The illustration shown in Fig. 6B indicates that the 
voice is outputted from a speaker 26 provided to the terminal. 

10 In this case also, the input operation is limited to particular keys 

only, and LEDs, etc., internally provided corresponding to those keys are 
lighted up. In Fig. 6A, those limited keys are illustrated in reversed 
black and white. 

Furthermore, when the help contents are determined as 

15 including information of static images, moving images, graphics, 
animations, etc., besides character information, then a help process by 
moving images, static images, etc. is executed (step A4 — » step A7). In 
this case, as shown in Fig. 7, there will be no "OK" and "Cancel" 
indications on the screen 25 as in the cases of Fig. 5, Fig. 6A and Fig. 6B, 

20 but plane figures (e.g. triangles pointing right and left) indicating 
"rewind", "replay", and "fast forward" are displayed instead. The right 
arrow and left arrow keys 22 are associated with "fast forward" and 
"rewind" operations, respectively, and the operation key 23 is associated 
with a "replay" operation. In this case, when voice indication is included, 

25 the help contents can be confirmed through voice by pressing the soft key 
24, as in the case explained with reference to Fig. 6A and Fig. 6B. 
Therefore, the help contents can be confirmed even under the 
circumstances where the display screen is invisible. 

In this case also, the input operation is limited to particular keys 

30 only, and LEDs, etc., internally provided corresponding to those keys are 
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lighted up. In Fig. 6A, those limited keys are illustrated in reversed 
black and white. 

As described above, the control method described with reference 
to Fig. 4 is applied to the system of the present invention, and the 

5 portable terminal is controlled by this control method. This control 
method includes a judging step for judging whether the message inputted 
from outside is a text message or a help message, and a browser 
activating step for activating the text browser or the help browser. The 
text browser is provided for perusing text contents which are supposed to 

10 be displayed on a display section of the portable terminal in response to 
the result of judgement at the judging step. The help browser is 
provided for perusing help contents introducing a method of utilizing the 
text contents. In the browser activating step, the help contents are 
outputted by text, voice, static images, or moving images. 

15 With respect to the above-described portable terminal, although 

the help contents are used in simplifying the operation for the user, it is 
also possible to set the help contents for advertisement and publicity, 
which enables the user to become familiar with the services provided 
thorough commercial contents beforehand. For example, one service 

20 could be a provision of pay contents which is charged from the point a 
certain key designated by the help contents is pressed. 

Consequently, in accordance with the present invention, by using 
the help contents and the corresponding help browser, certain operation 
methods that have not been able to be introduced to the user by the 

25 conventional text contents alone, become available. For instance, it is 
possible to designate only certain keys corresponding to certain contents 
for use, and set the key operations by other keys to become ineffective. 
In this way, the operations by the user can be simplified and false 
operations can be prevented at the same time. 

30 Furthermore, in accordance with the present invention, not only 
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character information but also multi-media information including voice, 
static pictures, moving pictures, graphics, animations, etc. can be used, 
which are applicable for use as a manual at a factory site, for use in an 
equipment maintenance, for use in a guide to a certain place, and so 
5 forth. 

In addition, in accordance with the present invention, even a 
person having a trouble with eyesight can learn the operation method 
through hearing voice messages, and can execute the operation just like a 
non-handicapped person by feeling vibrations from the key buttons. In 

10 this case, a vibrator should be provided inside the portable terminal 
corresponding to each key button. 

It is also obvious that the above-described control operation for 
the portable terminal can be executed when a storage medium storing a 
program for executing the process described with reference to Fig. 4 is 

15 provided to control each part illustrated in Fig. 2. Although it is not 
shown in Fig. 2, all kinds of storage mediums such as a semiconductor 
memory, magnetic disc device, etc. can be used for such storage medium. 

Furthermore, it is also obvious that the above-described 
operation can be executed in a portable type computer, etc. by a program 

20 stored in the above-described storage medium. For this storage medium, 
for example, it is possible to use a semiconductor memory, a magnetic disc 
device, and other kinds of storage medium. 

As described above, in accordance with the present invention, by 
using the help contents and the corresponding help browser, certain 

25 operation methods that have not been able to be introduced to the user by 
the conventional text contents alone, become available. For example, it 
is possible to designate only certain keys corresponding to certain 
contents for use and set the key operations by other keys to become 
ineffective. Thus, the operations by the user can be simplified and false 

30 operations can be prevented at the same time. This should be noted as 
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one unique effect of the present invention. 

Another effect of the present invention is that not only character 
information but also multi-media information including voice, static 
pictures, moving pictures, graphics, animations, etc. can be used, which 
5 are applicable for use as a manual at a factory site, for use in an 
equipment maintenance, for use in a guide to a certain place, and so 
forth. 

Furthermore, another effect of the present invention is that even 
a person having a trouble with eyesight can learn the operation methods 

10 through hearing voice messages, and can execute the operation just like a 
non-handicapped person by feeling vibrations from the key buttons. In 
this case, a vibrator should be provided inside the portable terminal 
corresponding to each key button. 

While the preferred embodiment of the invention has been 

15 described using specific terms, such description is for illustrative 
purposes only, and it is to be understood that changes and variations may 
be made without departing from the spirit or the scope of the following 
claims. 
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WHAT IS CLAIMED IS: 

1. A portable terminal system comprising: 

a server storing text contents which are supposed to be displayed 
at a display section of a portable terminal, and help contents which show 
a method of utilizing said text contents; and 
5 a portable terminal including a text browser provided for use in 

perusing the text contents stored in said server, and a help browser 
provided for use in perusing the help contents also stored in said server. 

2. A portable terminal system as claimed in claim 1 wherein; 
said portable terminal includes a text browser provided for use in 

perusing text contents which are supposed to be displayed at a display 
section of the portable terminal, and a help browser provided for use in 
5 perusing help contents which show a method of utilizing said text 
contents. 

3. A portable terminal system as claimed in claim 2 wherein; 
said portable terminal further includes a judging means for 

judging whether a message inputted from outside belongs to a text 
message or a help message, and activates either said text browser or said 
5 help browser in accordance with a result of judgement by the judging 
means. 

4. A portable terminal system as claimed in claim 3 wherein; 
said help browser outputs said help contents as text, voice, static 

images, moving images, or any combination of such representation 
formats. 

5. A portable terminal system as claimed in claim 2 wherein; 
said portable terminal further includes a plurality of switch keys 
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for use in operations for using said text contents, and a switch-key 
controlling means for setting each of said plurality of switch keys to 
5 either an effective state or an ineffective state depending on the contents 
of said help contents. 

6. A portable terminal system as claimed in claim 3 wherein; 
said portable terminal further includes a plurality of switch keys 

for use in operations for using said text contents, and a switch-key 
controlling means for setting each of said plurality of switch keys to 
5 either an effective state or an ineffective state depending on the contents 
of said help contents. 

7. A portable terminal system as claimed in claim 4 wherein; 
said portable terminal further includes a plurality of switch keys 

for use in operations for using said text contents, and a switch-key 
controlling means for setting each of said plurality of switch keys to 
5 either an effective state or an ineffective state depending on the contents 
of said help contents. 

8. A portable terminal system as claimed in claim 7 wherein; 
in case when said switch keys are set to the effective state, said 

switch-key controlling means lights up light emitting sections 
corresponding to the switch keys being set to the effective state. 

9. A portable terminal system as claimed in claim 7 wherein; 
in case when said switch keys are set to the effective state, said 

switch-key controlling means vibrates operation buttons for those switch 
keys which are being set to the effective state. 



10. A portable terminal comprising: 
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a text browser provided for use in perusing text contents which 
are supposed to be displayed at a display section of the portable terminal; 
and 

5 a help browser provided for use in perusing help contents which 

show a method of utilizing said text contents 

11. A portable terminal as claimed in claim 10 further 
comprising: 

a judging means for judging whether a message inputted from 
outside belongs to a text message or a help message, enabling the 
5 portable terminal to activate either said text browser or said help browser 
in accordance with a result of judgment by said judging means. 

12. A portable terminal as claimed in claim 11 wherein; 

said help browser outputs said help contents as text, voice, static 
images, moving images, or any combination of such representation 
formats. 

13. A portable terminal as claimed in claim 10 further 
comprising: 

a plurality of switch keys for use in operations for using said text 
contents; and 

5 a switch-key controlling means for setting each of said plurality 

of switch keys to either an effective state or an ineffective state depending 
on the contents of said help contents. 

14. A portable terminal as claimed in claim 11 further 
comprising: 

a plurality of switch keys for use in operations for using said text 
contents; and 
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a switch-key controlling means for setting each of said plurality 
of switch keys to either an effective state or an ineffective state depending 
on the contents of said help contents. 

15. A portable terminal as claimed in claim 12 further 
comprising: 

a plurality of switch keys for use in operations for using said text 
contents; and 

a switch-key controlling means for setting each of said plurality 
of switch keys to either an effective state or an ineffective state depending 
on the contents of said help contents. 

16. A portable terminal as claimed in claim 15 wherein; 

in case when said switch keys are set to the effective state, said 
switch-key controlling means lights up light emitting sections 
corresponding to the switch keys being set to the effective state. 

17. A portable terminal as claimed in claim 15 wherein; 

in case when said switch keys are set to the effective state, said 
switch-key controlling means vibrates operation buttons for those switch 
keys which are being set to the effective state. 

18. A method of controlling a portable terminal comprising the 

steps of: 

judging whether a message inputted from outside belongs to a 
text message or a help message; and 

activating either a text browser provided for use in perusing text 
contents which are supposed to be displayed at a display section of the 
portable terminal, or a help browser provided for use in perusing help 
contents which show a method of utilizing said text contents, in 
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accordance with a result of judgment by said step of judging. 

19. A method of controlling a portable terminal as claimed in 
claim 18 wherein; 

in said step of activating a text browser or a help browser, said 
help contents are outputted as text, voice, static images, moving images, 
5 or any combination of such representation formats. 

20. A storage medium storing a program for controlling a 
portable terminal, said program comprising the steps of: 

judging whether a message inputted from outside belongs to a 
text message or a help message; and 
5 activating either a text browser provided for use in perusing text 

contents which are supposed to be displayed at a display section of the 
portable terminal, or a help browser provided for use in perusing help 
contents which show a method of utilizing said text contents, in 
accordance with a result of judgment by said step of judging. 

21. A storage medium storing a program for controlling a 
portable terminal as claimed in claim 20 wherein; 

in said step of activating a text browser or a help browser, said 
help contents are outputted as text, voice, static images, moving images, 
5 or any combination of such representation formats. 
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ABSTRACT OF THE DISCLOSURE 
A portable terminal provided with a text browser for perusing text 
contents which are supposed to be displayed on a display of the portable 
terminal, and a help browser for perusing help contents showing methods 

5 of utilizing the text contents. When a certain message is inputted from 
outside, it is determined whether the input message is a text message or 
a help message, according to which either the text browser or the help 
browser is activated. The help browser outputs the help contents 
through text, voice, static images, or moving images. The portable 

10 terminal sets each of a plurality of switch keys to an effective state or an 
ineffective state in accordance with the contents of the help contents. In 
setting certain switch keys to effective states, LEDs, etc. provided 
corresponding to those switch keys are lighted. When the rest of the 
switch keys are set to ineffective states and any operation by those switch 

15 keys are made ineffective, not only the operation by the user becomes 
simple, but also false operation can be prevented. 
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fiU± . TlfiicB:S«ria®Lfc%t!P)i:Lr. « T « a 9 1: # As a below named inventor, I hereby declare that: 
■ti ■ 

U(Ot£ffi, S5I5E coxitis X 0<®fSi±, TtMlcft.fc lcj&v<-cfe My residence, post office address and citizenship are as 

ILfcift'J'Cfc!), stated below next to my name, 

Sfrwfcifll-MU sff*cojSHi;:lE«L£:1$ff I believe I am the original, first and sole inventor (if only 

<n*3t?<7>. a^JliL-Oi — C53gifi#-C*>5 < — A o ft ;& co A one name is listed below) or an original, first and joint 

^TWI-iB*K*Mrir»5»^) jK t> L < .gftu: inventor (if plural names are listed below) of the subject 

LT=tt;p]<7)?891#-efc5 (fc|&oft£;J5Tlilcfefi£.fxTi^ matter which is claimed and for which a patent is sought on 

-5 t IS C . the invention entitled 



PORTABLE TERMINAL SYSTEM, PORTABLE TERMINAL, 
METHOD OF CONTROLLING PORTABLE TERMINAL , 

AND STORAGE MEDIUM STORING PROGRAM 

FOR CONTROLLING PORTABLE TERMINAL 



-trcoifl&Sfc the specification of which 

I* -5 KSi*:f+-*-> (check one) 

□ ^ c \z Bsf+-f 3 „ |x] is attached hereto. 

□ BfcHJM* □ was filed on 



(BE «!-*-«»£■) 



# t L-TtSttJ L , Application Serial No. _ 

_ BlcMiELt, and was amended on 



fill. WISWifc9«riELfcSI#<o*SBI&atrA1Jie91»# 



! hereby state that I have reviewed and understand the 
contents of the above-identified specification, including the 
claims, as amended by any amendment referred to above. 



«l±. it««»Jife*JB37»*l*»B6*(a)*»CttV\ *K 



I acknowledge the duty to disclose information which is 
material to the examination of this application in 
accordance with Title 37, Code of Federal Regulations, 
§1.56(a). 
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Prior foreign applications 



I hereby claim foreign priority benefits under Title 35, 
United States Code §119, §172 or §365 of any foreign 
application(s) for patent or inventor's certificate listed below 
and have also identified below any foreign application for 
patent or inventor's certificate having a filing date before 
that of the application on which priority is claimed: 
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I hereby claim the benefit of Title 35, United States Code, 
§120 of any United States application(s) listed below and, 
insofar as the subject matter of each of the claims of this 
application is not disclosed in the prior United States 
application in the manner provided by the first paragraph of 
Title 35, United States Code, §112, I acknowledge the duty 
to disclose any material information as defined in Title 37, 
Code of Federal Regulations, §1. 56(a) which occurred 
between the filing date of the prior application and the 
national or PCT international filing date of this application: 



(Application Serial No.) 
(UK**) 



(Filing Date) 
(tttJSH) 



») 



(Status) 
(patended, pending abandoned) 



(Application Serial No.) 
(fflffil*30 



(Filing Date) 

(wis a ) 



(« K) (Status) 
3#ffi£^. ffJR'P. (patended, pending abandoned) 



fc»S\ #-*a&A£l8»j||1001fti::J: 9 , m^t>L<»±«s 



I hereby declare that all statements made herein of my own 
knowledge are true; and further that all statements were 
made with the knowledge that willful false statements and 
the like so made are punishable by fine or imprisonment, or 
both, under Section 1001 of Title 18 of the United States 
Code and that such willful false statements may jeopardize 
the validity of the application or any patent issuing thereon. 
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*f£tt : ftl±, Tm^m^t It. »TfflWA5:;;i; POWER OF ATTORNEY: As a named inventor. I hereby 
Sffi'L. **<o#«#Sri«fT-t-*ci3fctfKwntwia-*-5- appoint the following attorney(s) and/or agent(s) to 
W>nn&1tWftffimmicttLXtf o Zt&mii-tZ* prosecute this application and transact all business in the 

<ft«Att:8&rjt«»*#*iHIE0>ci) Patent an( j Trademark Office connected therewith, [list 

name and reqistration number) 

I hereby appoint John H Mion Reg. No. 18.879; Donald E. Zinn, Reg. No. 19,046; Thomas J. Macpeak, Reg. No. 19,292- 
Robert J Seas. Jr., Reg. No 21 ,092; Darryl Mexic, Reg. No. 23,063; Robert V. Sloan, Reg. No. 22,775; Peter D. O.exy Reg 
No. 24,513; J. Frank Osha, Reg. No. 24.625; Wadded A. Biggart. Reg. No. 24.861; Robert G. McMorrow. Reg. No 19 09?' 

26.91 6 Joseph J Ruch, Jr., Reg. No. 26,577; Sheldon I. Landsman, Reg. No. 25,430; Richard C. Turner, Reg No 29 71 0- 
ReTl 30 764T' ^ J " K " P8r ' ^ ^ 25 A2 * KM J ' Burchfi *'< No. 3 ,333; Gordon 

m , « , »i M f' Re9 - NO " 30 ' 95 1 1 Frank U B ™ ein - Re 9- No. 31 .484; Mark Boland, Reg. No 32,1 97; wSliam 

No. 33,276, Bruce E. Kramer, Reg. No. 33,725; Paul F. Neils, Reg. No. 33,102; and Brett S. Sylvester, Reg No 32 765 mv 
Z 0r "7l * T 56 ^ 6 th L S aPP ' iCati0n t0 tranSaCt a " bUSin8SS in the Patent a " d OKice connected therewith 'anS 

PennT l^Tw " T T ' *" appiicati °" be addresS9d <° SUGHRUE, MION. ZINN, MACPEAK & SEAS PLLC 2 1 S 

Pennsylvania Avenue, N.W., Washington, D.C. 20037-3202. 



Send Correspondence to: 

SUGHRUE, MION, ZINN, MACPEAK & SEAS 
2100 Pennsylvania Avenue, N.W., Washington, D.C. 20037 



Direct Telephone Calls to: (name and telephone number) 

(202)293-7060 



Full name of sole or first inventor 

HIDEHIRO MATSLMJTO 



Inventor's signature 



Date 

September 22, 2Q( bQ 



Residence 

Tokyo, Japan 



Citizenship 

Japanese 



Post office address 

c/o NEC Corporation, 7-1, Shiba 5-chome, 



Minato-ku, Tokyo, Japan 



Full name of second joint inventor, if any 



Second inventor's signature 



Post office address 



(Supply similar information and signature for third and 
subsequent joint inventors.) 
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